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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



RPS920030198US1 
U.S. Application No. 10/734,960 
1/3 



100 



System lfl 



TCPA 
Subsystem 



\7 



CPU 
32 



Platform 2ft 



Motherboard 3ft 




Memory 
33 



Post Bios 3fi 



Embedded 
Devices 
34 



EEPROM 
33 



Embedded 
Firmware 
3ft 



Power 
Supply 



Add-On 
Cards 
2ft 



Case 
21 



Hard Disk 
23 



Floppy 
Disk 
24 



>2Z 



IPL Code 
13 



Operating 
System 
14 



Drivers 
13 



Services 
lft 



Applications 
1Z 





Peripheral 


> 




IS 





>1Z 



Fig. 1 



RPS920030198US1 
U.S. Application No. 10/734,960 
2/3 



2QQ 



Initiate POST operation 



I 



S 



201 



Retrieve legacy BIOS code 
and code used to support the 
legacy BIOS code from flash 
memory 



I 



s 



202 



Measure legacy BIOS code 
and code used to support the 
legacy BIOS code 



203 



Store measurement 



in secure area 



I 



204 



Store legacy BIOS code and 

code used to support the 
legacy BIOS code in memory 



205 



Complete POST operation 



I 



S 



206 



Boot to operating system 



S 



207 



System becomes 
available for use 



I 



s 



208 



Enter sleep state 



S 



209 



Receive an awakening event 




S 



210 



Fig. 2 



RPS920030198US1 
U.S. Application No. 10/734,960 
3/3 




Measure legacy BIOS code 
and code used to support the 
legacy BIOS code in memory 



211 



212 



Measurement equal value store 
by initial POST measurement? 



No 



Yes 



Awaken system 



S 



213 



Indicate legacy BIOS code 
and/or code used to support J 
the legacy BIOS code has 
been modified 



I 



Reboot system thereby 
restoring legacy BIOS code 
and code used to support 
the legacy BIOS code to its 
proper values 



214 



215 



